

















I Ogrok (0 SERIES
I |strument Type Bimetal Thermometers

SPECIFICATIONS

304 Slainless St ANG NGE
tegl Electroless LLbif | Ular Scele) . LAVER 8l INT. | DIV,

304 Stainless

po!lsheq‘(/ 100 10
instrunwass 1 LN
Black Finished Aluminum o | e
304 Series Slainless Steel ; Vj:
+ 1% Full Scale 10 | 1
Aluminum, White Background, 100 1°

+ Dual Scale, Black Celsius Scale
and Black Fahrenheit Scale

External Reset

Thermowells are recommended for pressure,
corrosive fluids and high velocity applications

Longer stems are available on special order up to 120*
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300 SERIES NogroK
Instrument Type Bimetal Thermometers N N

SPECIFICATIONS STANDARD RANGES DUAL SCALE
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Thermowells are recommended for pressure,
corrosive fluids and high velocity applications STANDARD STEM LENGTHS
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Longer stems are available on special order up to 120"
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I Ogrok  J00 SERIES
I (s (rument Type Bimetal Thermometers

Black Finished Aluminum

| 304 Series Stainless Steel

+ 1% Full Scale

Aluminum, White Bachground,
Dual Scale, Black Celsius Scale
and Black Fahrenheit Scale

External Reset

Adjustment of the stainless steel
harness allows case rotation of
360° and stem variation of more
than 180°.

Thermowells are recommended for pressure,
corrasive fluids and high velocity applications

mgﬂr stems are available on special order up lo 120"

STAN DAFID RANGES DUAL SCALE

1{"2-

1'&-

1ln

1I

1ln

1D

2!

5&

50




300 SERIES NogHoK
Dimensions, Options & Accessories N

OPTIONS & ACCESSORIES

Connections Crystals

In addition to our standard 1/2" NPT connec- Laminated safety glass crystals are available on
tions, 1/4" or 3/8" NPT is also available. If a all 3" & 5" NOSHOK Bimetal Thermometers.
special connection is required, please consult Plexiglass crystals are available on all NOSHOK Bi-
factory. metal Thermometers, however, they should not be

used where case temperature exceeds 300°F/150°C.

Stem Lengths

The 304 Series stainless steel stem is welded at
the tip and case connector to prevent leakage.
1/4" (6.35 mm) diameter is standard for lengths
to 24 inches. (609mm). 72" inch stem maximum.

MIN. or MAX. Indicatin nter
Available in 3" dial siz d includes plastic
crystal.

Silicone Filled N

All 300 Series NOSHOK Bimetal Thermometers are offered in a filled. %Qan This option is for those

applications where severe vibration may be a factor. Our standard fi F-96-500 silicone which
oscillation and premature wear,

Special Dials

Special ranges and dials with company names,
company logos, part numbers, telephone
numbers or almost any custom layout is
available. Dependent on requirements single
scale F® or C® is available upon request.

dampens and lubricates the internal mechanism thus reducing pai
A plastic crystal is standard when silicone filled thermometer @e&ted.
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GENERAL INFORMATION

NOSHOK THERMOWELLS are recommended whenever the process being measured may be under pressure. They
are also recommended as protection to the operator and/cr observer. The correct thermowell will reduce the possibilily
of damage to the temperature instrument which may be caused by pressure, corrosion, or the flow of abrasive or
viscous media. In addition, an instrument may be removed and replaced without shutting down and possibly draining
the process,

NOSHOK STANDARD THERMOWELLS are supplied with 1/2* NPSM instrument connection. The female thread will
match the standard 1/2” NPT male thread without seizing or galling. Lagging, welded, flange type etc. wells are
available upon request.

For an instrument to indicate within its specified accuracy, the sensitive portion must be immersed into the media.
This immersion length varies and is specified by the instrument manufacturer. These factors must be considered
when specifying the “*U"" dimension on any thermowell.
75 = 040 = 3D4SS
ORDERING INFORMATION —I' -1
1. Select model no. @
fab.

2. Select bore depth
NG

3. Select material
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75
N STEPPED SHANK
(09 % " NOMINAL BORE
&
‘ -
DIM s
|—<— e U — LEGEND
Dia I_ E— U - Shank Length Undar Thraads
I ¥ P . Process Connection NPT
BT _}_ T 5. Bore Deplh = Instrument
— [ Elerment Length Including Threads.
e ! B - Shank Basa Diameter
/,- 0.260 5
L g T
= e — ]
BRASS
i llFW HB:H am ss
BORE sl'zs PROCESS CONMNECTION |MAXIMUMN INSERTION DIAM. 316 SS
.260 inch (6.35mm) 3147 NPT 3/4 inch (19.05mm) OTHER—PLEASE SPECIFY
Other malarials ane avallabla upon raquest
STAMNDARD LENGTHS
INSERTION *U* mm 4.3 635 1143 | 1905 | 266.7 | 3429 | 4191 57115
inch 18@8° | 212" | 41/2Y | 7127 [1012" |13 U2 |18 12 |22 112"
Remote
BOHE DEPTH “S” mm 535 1{}1 E 152-4 EEEE 3'}43 331 ﬂ 45?2 5\533 thermome‘ters
inch | 212 | 4 & 9 12 15 18 24 are ﬂ“a"ﬂblet
upon reques
ORDERING CODE 025 | o040 | o060 | os0 | 120 | 150 | 180 | 240 i
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ALL PRODUCT LITERATURE,

BROCHURES AND CATALOGS ARE

AVAILABLE UPON
REQUEST.

PRODUCT GUIDE TRANSMITTERS &
FORM NPG9S [RANSDUCERS
Also available in French & FORM NK98TD
Spanish

.I{r.:lr.{:‘:mmwrr.rm'mr | ;?:EF;ELEE @-HQEM
Company W T
N0§HOK R Lo

INCORPORATED
CORPORATE HEADQUARTERS _ Nt NogHHoK
1010 West Bagley Road
Berea, OH 44017
440-243-0888 = FAX 440 -243-3472 NEEDLE VALVES PRESSURE GAUGES
E-MAIL ADDRESS: noshok@noshol.com FORM NK93V FORM NK95G
WEB SITE: http:/fwww. noshok.com

DISTRIBUTED BY:

Web Version

Moshok is a Member and Actively Supports:
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Fluie Controls Institute, Inc.
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